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Specification
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Lock Nut O-Ring
A B
M-C 8
Thread specifications
Item No
Thread
P/N Size
MC12-06W MC12-06B M12x1.5
MC16-08W MC16-08B M16x1.5
MC20-12W MC20-12B M20x1.5
MC25-18W MC25-18B M25x1.5
MC32-21W MC32-21B M32x1.5
MC40-32W MC40-32B M40x1.5
MC50-38W MC50-38B M50%1.5
MC63-44W MC63-44B M63x1.5
PG-C &
Thread specifications
Item No
Thread
P/N Size
PGC7-06W PGC7-06B PG7
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Cable Gland MC / PGC

MC / PGC

Thread specifications: metric thread / Germany-made thread.

Material: A.C.D.F parts are made of environmentally friendly nylon 66 raw materials. B aging-
resistant silicone rubber. E using oilresistant nitrile rubber.

Product Certification: European CE European Environmental SGS, REACH.

Fire rating: UL94V-2.

Protection level: within the specified bayonet range, and use waterproof gasket and clamping ring
tighten the tight head, reaching IP68.

Color types: gray, black.

How to use: First body wear on the board, then tighten the nut, the cable through the tight
head, tighten the head tight to fix it.

Operating temperature: static -40 © C to 85 ° C.

Product Features: The clamping claw and the clamping ring are integrated into the design, which
saves time and labor when assembliing with the clamping head. The clamping cable has a large
range of tensie strength and can be waterproof, dustproof, salt resistant, acid and akali
resistant, alcoholic, Oi, grease and general solvents. Applied to the cable outlet end of the fixed

protection and sealed dust-proof water.
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Sealing Nut
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Applicable cable Thread diameter Thread length Wrench diameter Quantity / bag

Cable Range Thread O .D . Thread Length Spanner Size
Qty/bag
(mm) L2 (mm) (mm) ARE (mm)
4-6.5 12 9 17/16
4.5-8.5 16 9 22/19
100
6-11 20 10 27/24
13-18 25 12 33/33
16-21 32 12 38/36 50
20-27 40 15 51/46
30-38 50 18 61/60 20
37-44 63 18 71/68

Applicable cable Thread diameter Thread length Wrench diameter Quantity / bag

Cable Range Thread O .D . Thread Length Spanner Size
Qty/bag
(mm) L2 (mm) (mm) ARE (mm)
4-6.5 12.5 9 19/16 100
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PGC11-10W PGC11-10B PG11
PGC13.5-11W PGC13.5-11B PG13.5
PGC16-13W PGC16-13B PG16
PGC21-18W PGC21-18B PG21
PGC29-25W PGC29-25B PG29
PGC36-32W PGC36-32B PG36
PGC42-38W PGC42-38B PG42
PGC48-44W PGC48-44B PG48
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