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Right angle hose connector BGW2

Right angle hose connector BGW2

Material: PA nylon

Thread Specifications: Metric / German (PG) / Imperial (G)

Operating temperature: -40 °C to 85 °C

Product Certification: European environmental ROHS

Flame retardant rating: UL94V-2, can be customized 94V-0

Degree of protection: IP68, with suitable seal

Color: black, gray, other colors can be customized

Features: Special design within the lock and the body, loading and unloading just plug, without
tools

Hose Fittings  Quick Couplings ~ Right Angle Fittings
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Item No . size(mm)
Corresponding
h Internal Outer ) Thread Thread package
0sé Thread ) height )
Black Gray - aperture diameter length E diameter pcs/bag
D
L. OB C D1
Metric thread BGW2-M / Waterproof
BGW2- BGW2-
BG-07 M10x1.5 7 17.5 46 8 17 10 50
M10B ( BGO7 ) M10G ( BG07)
BGW2- BGW2-
BG-10 M12x1.5 9 20.5 55.3 10.2 19 12 50
M12B ( BG10 ) M12G ( BG10)
BGW2- BGW2-
BG-12 M16x1.5 13 23 60 10.3 22.5 16 50
M16B ( BG12) M16G ( BG12)
BGW2- BGW2-
BG-15 M20x1.5 16.5 28 70 12.2 26 20 25
M20B ( BG15) M20G ( BG15)
BGW2- BGW2-
BG-17 M20x1.5 15.3 30 72 12 26.2 20 25
M20B ( BG17 ) M20G ( BG17)
BGW2- BGW2-
BG-20 M25x1.5 21 34 82 12.2 28 25 25
M25B ( BG20 ) M25G ( BG20)
BGW2- BGW2-
BG-23 M25x1.5 21 37 81 12.3 29.9 25 20
M25B ( BG23) M25G ( BG23)
BGW2- BGW2-
BG-29 M32x1.5 28 44 95 12 37.2 32 20

M32B ( BG29) M32G ( BG29 )
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BGWZ-
M40B ( BG36 )

BGW2-
M50B ( BG48 )

BGW2-PG7B(BG07)
BGW2-PG9B(BG10)

BGW2-
PG11B(BG12)
BGW2-
PG13.5B(BG15)
BGW2-
PG16B(BG17)
BGW2-
PG21B(BG20)
BGW2-
PG21B(BG23)
BGW2-
PG29B(BG29)
BGW2-
PG36B(BG36)

BGW2-
PG48B(BG48)

BGW2-G1-
1/2"B(BG36)

BGWZ-
M40G ( BG36)

BGW2-
M50G ( BG48 )

BGW2-PG7G(BGO07)
BGW2-PG9G(BG10)

BGW2-
PG11G(BG12)
BGW2-
PG13.5G(BG15)
BGW2-
PG16G(BG17)
BGW2-
PG21G(BG20)
BGW2-
PG21G(BG23)
BGW2-
PG29G(BG29)
BGW2-
PG36G(BG36)

BGW2-
PGA48G(BG48)

BGW2-G1-
1/2"G(BG36)

Product Show

BG-36

BG-48

German-made thread BGW2-PG / waterproof type

BG-07
BG-10

BG-12

BG-15

BG-17

BG-20

BG-23

BG-29

BG-36

BG-48

BG-36

M40x1.5

M50x1.5

PG7
PG9

PG11

PG13.5

PG16

PG21

PG23

PG29

PG36

PG48
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Inch Thread BGW2-G / Waterproof

G1-1/2"
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